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See base connectivity for qualified server models based on operating systems in this table.
Table 1 EMC® Federated Live Migration (FLM) Simple Support Matrix (page 1 of 2)

Platform Support

Path Management Volume Manager File
System

Array Interoperability

PowerPath® Veritas
DMP

MPIO /
Device

Mapper /
NMP

Native
LVM

Veritas
VxVM

Source
Array c, d

Target
Array e

Host Bus Adapter Driver

AIX a 5200-10-08-0930 and later b, h 4.5.3

Y

4.0.3.0

JFS, JFS2
VxFS 5671

5773
5875 5875 o

5876 m

IBM: 6228, 6239, 5716, 1905,
1910, 1977, 5758, 5759

In kernel

5.3 SP1 5.0.1.5

AIX a 5300-10-02-0943 and later b, h 4.5.3 4.0.3.0

5.3 SP1 5.0.1.5

AIX a 6100-04-01-0944 and later b, h 4.5.3 5.0.3.0

IBM: 6228, 6239, 5716, 1905,
1910, 1977, 5758, 5759,
5773, 5774, 5735

5.3 SP1 5.0.3.0

AIX a 6100-06-03-1048 and later b, h 4.5.3 and
5.3 SP1

JFS, JFS2

AIX a 6100-06-04-1112 with GPFS 3.3
and later b, h MPIO p

5875
AIX a 6100-08-03-1339 and later b, h 5.3 SP1

AIX a 6100-09-03-1415 and later b, h, y 5.7 SP2 5875
5876 5876

AIX a VIOS 2.1 with AIX 6100-06-04-
1112 Client with MPIO b, h

5.3.1 n and
5.5 P06 n

5773
5875 5876 m

AIX a Dual VIOS 2.2 with AIX 5300-12-
4-1119 and 6100-07-05-1228 Clients
with MPIO b, h and NPIV

5671
5773
5875

5876 r

IBM: 5735AIX a 5300-10-02-0943 and later with
VCS 5.0 MP3 RP4 or higher with PP 5.5 P06 5773

5876

AIX a 6100-08-0930 and later with VCS
5.0 MP3 RP4 or higher with PP

AIX 7100-01-07-1316 and later w, x 5.6 P06

5671
5773
5875
5876

IBM: 6228, 6239, 5716, 1905,
1910, 1977, 5758, 5759,
5773, 5774, 5735

HP-UX 11iv2 (HP-UX 11.23) 4.5 and
5.1 SP2 Y 5.0 VxFS,

HFS

5671
5773
5875

5875 o

5876 m

AB378B, AB379B, AB378A,
AB379A, A6826A, AB465A
FibreChanl-01 driver
A6795A FibreChanl-00 driver

In kernel
HP-UX 11iv3 (HP-UX 11.31) 5.1 SP1

Linux RHEL 4.0 U2 4.5.1

Device
Mapper k

Linux Native
LVM as

packaged
w/ OS

4.1 MP4 Linux
Native FS

5671
5773
5875

5875 o

5876 m

Emulex or QLogic In kernel

5.3 SP1

Linux RHEL 5.3
5.5

5.1 SP1 j 5.1 SP1

Linux
Native FS

VxFS

Linux RHEL 5.4 (x86_64)

Linux RHEL 5.5 5.3 SP1 and
5.5

Linux RHEL 5.6 5.5

Linux RHEL 5.7, 5.8, 5.9 u

Linux RHEL 5.8 with Red Hat Cluster
Suite version 5.8 (x64) w

5876
Linux RHEL 5.10 (x64) y, 5.11 (x64) y 5.7 SP5 5875

5876
Linux RHEL 6.1, 6.2, 6.3 (x64) u 5671

5773
5875

5875 o

5876 mLinux RHEL 6.3 with Red Hat Cluster
Suite version 6.3 u

Linux RHEL 6.4 (x64) w 5671
5773
5875
5876

5876

Linux RHEL 6.5, 6.6 (x64) y 5.7 SP5 5875
5876

5876Linux RHEL 7.0 (x64) y
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Linux SLES 9 SP3 4.5.1

Device
Mapper k

Linux Native
LVM as

packaged
w/ OS

4.1 MP4

Linux
Native FS

VxFS

5671
5773
5875

5875 o

5876 m

Emulex or QLogic In kernel
5.1.0 HF07

Linux SLES 10 SP2 (x64)
5.1 SP1

5.1 SP1Linux SLES 10 SP3 (x86_64) 5.3 SP1 P2
Linux SLES 11 (x64) 5.3.2 5.1 SP1

Linux SLES 11 SP1 (x64) u

Linux SLES 11 SP2 (x64) w 5.7 SP1 P02 5671
5773
5875
5876

5876Linux SLES 11 SP3 (x64) w

5.7 SP2

Microsoft Windows 2003 R2 SP2
4.4.1, 4.5.1,
4.5, 5.1.0,
5.1.1, 5.3,

5.5

5.1 SP2

Native LVM
as packaged

w/ OS

5.1 SP2

NTFS g

5671
5773
5875

5875 o

5876 m
Emulex or QLogic

Emulex
2.32.002 o
2.40.005

QLogic
9.1.4.15 o
9.1.7.16

Microsoft Windows 2003 R2 SP2 with
MS Cluster q

4.5.1 5875
5.3 and 5.5

5671
5773
5875

5876 y

Microsoft Windows 2008 EE R2 SP1
5.3, 5.5,
5.7 SP4

Emulex
2.70.018

QLogic
9.1.8.25

Microsoft Windows 2008 EE R2 SP2
Microsoft Windows 2008 EE R2 SP1
with Failover Cluster q

Oracle RAC 10 G Release 5 with ASM
on RHEL 5.5 t

Device
Mapper

5671
5773
5875

5876 r Emulex or QLogic

In kernelOracle RAC 11.2.0.1G with ASM on
RHEL 5.5 (x64)

5671
5773
5875
5876

Oracle RAC 11.2.01G with Raw
Devices on RHEL 5.5 (x64)
Oracle RAC 11.2.02 with ASM on
Windows 2003 EE R2 SP2

5.5 5773

Emulex
2.32.002 o
2.40.005

QLogic
9.1.4.15 o
9.1.7.16

Solaris 8 4.5, 4.5.1,
and 5.1 SP1

SVM (Native
LVM)

5.1 SP2 UFS

5671
5773
5875

5875 o

5876 m

Solaris 9 4.5

5.1 SP1 i 5.1 SP1 UFS,
VxFS

Sun: SG−XPCI1FC−QL2
(QLA2340), X6767A
(SG−XPCI1FC−QF2),
X6768A(SG−XPCI1FC−QF2),
SG−XPCI1FC−QF2-Z,
SG−XPCI1FC−QF2,
SG-XPCI2FC-QF2,
SG-XPCI2FC-EM2
QLogic: QLA2340-E,
QLA2342-E
Emulex: LP10000-E,
LP10000DC-E

Leadville
SAN 4.4.1
or
S10
driver f

5.3 SP1

Solaris 10
4.5, 5.0,

5.2.0_b146,
5.3 and
5.3 SP1

Solaris 11 w 5.5 5876 Emulex or QLogic In kernel

VMware ESXi 5.0 U1 (vSphere) s, v

NMP

5773
5875

5876 r

Emulex or QLogic In kernelVMware ESXi 5.1.0 u (vSphere) s, v 5876 u

VMware ESXi 5.5 U2 (vSphere) v, y 5875
5876

5876
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Platform Support

Path Management Volume Manager File
System
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Device
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Legend:
Blank = Not currently supported
Y = Supported

Footnotes:
a. BCV devices are not supported as source devices.
b. For FLM, fast_fail must be enabled for all participating HBA(s). Refer to the EMC Host Connectivity Guide for IBM AIX located at

https://elabnavigator.emc.com, PDF and Guides tab, for additional information.
c. LUNs used to boot from SAN are not supported in Federated Live Migration.
d. Contact your EMC Customer Service Representative for the microcode builds required for the source array.
e. For best practices to prevent an out-of-pool (space) condition, or for notes concerning limitations when implementing Virtual Provisioning, refer t

the Virtual Provisioning section in the appropriate EMC host connectivity guide, located at E-Lab Navigator > PDF and Guides tab.
f. For supported Solaris 10 HBA driver patch revisions, refer to base connectivity in the EMC Support Matrix.
g. Dynamic disks are only supported when using Veritas LVM.
h. EMC requires a minimum ODM kit version of 5.3.0.8 for AIX 5 and AIX 6 configurations performing live migration.
i. When using Federated Live Migration with raw DMP devices, DMP requires either Enclosure-based naming or Operating System-based naming

with persistence enabled.
j. x64 only.
k. For configurations with EMC Symmetrix® Enginuity™ version 5875 on the target array, contact EMC customer service for the most current,

required ePack(s).
l. Only tested on Emulex HBAs.
m. For configurations with Enginuity version 5876 on the target array, contact EMC customer service for the most current, required ePack(s).
n. In this configuration, PowerPath is installed on the VIOS server.
o. For configurations with EMC Symmetrix Enginuity version 5875 on the target array, the only supported source array versions are 5671 and 5773

Version 5875 source array to 5875 target array migrations are not supported by FLM.
p. AIX MPIO is only supported on configurations with EMC Symmetrix Enginuity version 5876 on the target array. AIX MPIO is not supported on

configurations with EMC Enginuity version 5875 on the target array.
q. Windows 2003 and 2008 clusters are only supported on configurations with EMC Symmetrix Enginuity version 5876 on the target array. Window

2003 and 2008 clusters are not supported on configurations with EMC Symmetrix Enginuity version 5875 on the target array.
r. Support for this platform begins with Enginuity version 5876.229.145.
s. EMC requires VMware PR667599 patch to be installed.
t. Use the Linux Device Mapper Symmetrix Procedure for Oracle RAC platforms.
u. Support for this platform begins with 5876.251.161.
v. FLM supports the migration of shared VMFS datastores in a clustered environment with active VMs.
w. Support for this platform begins with 5876.268.174.
x. EMC requires minimum ODM kit version 6.0.0.3 for AIX 7 configurations performing live migration.
y. Support for this platform begins with Enginuity version 5876.269.175.


